
Increase of quality and performance
due to mould dehumidification
and after-cooling of plastics parts



� THE AIR THAT WE BREATH

� In general

� Mould dehumidification

� Cap-Cooling







.. a very good
possibility

DRY AND COLD AIR



� Wall thickness
� Flowability
� Thermal conductivity
� Economic limits

LIMITS OF COOLING WATER TEMPERATURE

Condensation on moulds



Kondenswasservermeidung mit Eisb� r
Condensed water prevention with Eisb� r

Vorteile:

Trockenes Werkzeug / Keine
Kondensation

Erh‡hte Produktivit· t
Konstante Qualit· t
Saubere Produkte ohne Wassermarken
Schutz von Werkzeug und Maschine

gegen Korrosion
Verl· ngerte Lebenszeit des Werkzeugs
Amortisation innerhalb 12 Monaten

Advantages:

Dry moulds - no condensation
 Increased productivity
Constant quality
Clean products without water marks
Protection of moulds and machine

against corrosion
 Increased mould lifetime
Payback within 12 months

Besonderheiten:

Einfache Bedienung - nur Ein- und
Ausschalten

Einfacher Zugang zu allen Teilen
Kompaktes Ger· t
Komplette ” berwachung der

Systemkomponenten
Energiesparende Leistungsregelung

nach Taupunkt in der Maschine m‡glich
Touch screen Display und Profibus

Anschluss - Optionen die sich schnell
bezahlt machen

Features:

Easy to operate - just switch on and off
Easy access to all parts
Compact unit
Complete monitoring of system

functions
Energy saving capacity regulation

according to dewpoint available
Touch screen display and Profibus-

connection - options that pay for
themselves

DAS11



 Air filter
 Pre-cooler - first dehumidification stage
 Air fan
 Adsorption dryer - second dehumidification stage

(Dewpoint down to -30ƒC)
 Re-cooler for additional cooling effect (not with Eistech)
 Regeneration heating
 Heat recovery by means of recusorb principle

 Luftfilter
 Vork»hler - erste Entfeuchtungsstufe
 Ventilator
 Adsorptionstrockner - zweite Entfeuchtungsstufe

(Taupunkt bis zu -30¿C)
 Nachk»hler f»r zus· tzlichen K»hleffekt
 Elektrolufterhitzer f»r Regenerationsluft
 W· rmer»ckgewinnung durch Recusorb-Prinzip

Advantages:

Easy principle
Dewpoint down to -30ƒC
Possibility for capacity control
Energy saving recusorb principle
Few moving parts  for easy service by your own staff
Minimal maintenance (just filter change)

Vorteile:

Einfaches Prinzip
Taupunkt bis zu -30¿C
M‡glichkeit f»r Leistungsregelung
Energiesparendes Recusorb-Prinzip
Kaum bewegte Teile f»r einfachen Service durch eigenes

Personal
Minimaler Wartungsaufwand (nur Filterwechsel)

Funktion
Function



Installation:

Quick start up by Eisb› r
Enclosure as per customers needs
High quality and maintenance friendly enclosure  of special

aluminium profile and unbreakable polycarbonate sheets
Short down time of your machines
Possibility for capacity control by dewpoint in the mould area

ASK FOR CENTRALIZED SOLUTIONS!

Installation:

Schnelle Installation durch Eisb· r
Einhausung wie Sie es w»nschen
Hochqualitative Abschottung aus speziellem Alu-Profil und

unzerbrechlichen Polycarbonat Platten machen Ihnen den
Zugang leicht

Kurze Stillstandszeit Ihrer Maschine
M‡glichkeit der Leistungsregelung nach dem Taupunkt in der

Maschine

FRAGEN SIE NACH DEN ZENTRALL§ SUNGEN!

Typische Installation
Typical installation



Eisb· r guarantees no condensation forming on
moulds and any parts in the mould area,
independent from the cooling water temperature



Centralized systems or complete dehumidification
of the production hall offer an enormous energy
saving.


